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CONTRACT NO. 62113  INDOT DES. NO. 0100987
r——Sta 7+820.000 End Wall
Sta 7+960.424
GENERAL NOTES
Existing Groundiine In INDEX OF SHEETS
Front of Wall L Reinforcement bars shall conform to the requirements of AASHTO M 3IM
Ground Surface/Top of Retained Height or M322M Grade 400. SHEET TITLE
Elev 182.600 NO.
2. All dimensions are In milfimeters (mm) except as noted.
R o S-1 General Plan
3. All construction joints shall be bonded. s-2 Index of Sheets, General Notes and Total Bill of Material
$-3 Plan and Elevation (1 of 6)
S-4 Plan and Elevation (2 of 6)
S-5 Plan and Elevation (3 of 6)
1 S-6 Plan and Elevation (4 of 6)
l S-7 Plan and Elevation (5 of &)
e e L e e e e e e e L TN = S-8 Plan and Elevation (6 of 6)
S-9 Wall Sections and Details
| S-10 Rustication Finish Details
Toti S-1 Boring Logs (1 of 2}
d— & Existin
1 I gewer 60% . S-12 Boring Logs (2 of 2)
Bottom of Footing 1200
Elev 180.200 ~—§ Existing o Teotgs
Sewer 1200 mm ¢ a .
Sta 7+896.0
136.800 m Temporary Soil Retention System
,\mﬁs of P/‘ofeo ‘
TEMPORARY SQOIL RETENTION SYSTEM - ELEVATION Future Noise
A cantilevered sheet piling design does not seem feasible due to underground WG{/ (Estimated
utility restrictions, and additional members may be necessary. The Contractor Shoulder Height =
shall submit a temporary soil retention system design including plan details 500— f 2.600 m) & .
and calcufations for review and acceptance by the Engineer. I R iS]
, | | Y=
Traffic Barrier -
50 _mm_CNC_Conduit
4.0 % (See Electrical
S —— - Z Drawings)
Future I-80/94 3 40 Architectural | x
R~ ~— e Geocomposite —= i
A Wall Drain Rueroarion o o
Varies o Front
150 § Perforated Drain Pipé 500 Win Face 3 TOTAL BILL OF MATERIAL
in 600 x 600 Block of %W i ITEM UNIT  [QUANTITY
—ey. N
CA-5 or CA-T Coorse Aggregate \n SIS Structure Excavation m3 1,284
completely wrapped in Geotechnical Fabric. | | a 3 Concrele Structures 3 298.6
Cost included with Pipe Underdrains =3 Rustication Finish me 246
for Structures 150 mm. Proteciive Codl mE 508
. Reinforcement Bars, Epoxy Coated kg 35,620
;e;npo;ary;o;/ Temporary Soil Retention System m2 575
erention Sysiem Geocomposite Wall Drain m2 258
TYPICA ECTION Pipe Underdrains for Structures 150 mm m 145.0
Noise Abatement Wall Anchor Rod Assembly Each 32
ILLINOIS DEPARTMENT OF TRANSPORTATION
1-80/94/US 6
KINGERY-BORMAN EXPRESSWAY
BURNHAM ROAD TO US 41
INDEX OF SHEETS, GENERAL NOTES
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SECTION 2626.2-R-1
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